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The WSG-Tool will auto-read the last recorded track from Micro-SD card as Google Maps format and display it by browser connection.333

Run WSG-Tool on PC
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At same time, the WSG_Tool icon is hidden on the below system bar.

Click WSG-Tool icon to open the WSG-Tool main page.

Note For detailed operation on WSG-Tool, 
please refer to [Help \ WSG_Tool User 
Manual]
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Follow below steps for installing the USB Com Port driver.

Connect WSG-2000 with USB cable to PC side and run “WSG-Tool”. The WSG-Tool will copy USB Com Port driver to the path of 111
“My documents \ WSG2000”. Then press “ESC” key on WSG-2000 to restart the WSG-2000.
User will see a menu on the WSG-2000, please select “Normal mode”. The Found New Hardware Wizard will pop up on PC as 222
below, please follow below steps.

 

Note

USB Com Por t Driver Installation

The PC operating system requires Microsoft windows XP/VISTA/7
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Follow below steps for installing the USB Com Port driver. Tick items as below picture and press “Browse”. Choose the location of “… \ My documents \ 
WSG2000”, and press “OK”.
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Click “Finish” to complete it.When back the Found New Hardware Wizard, please press “Next”  ••
       button to install USB Com Port driver.

Select “Continue Anyway” to continue install USB Com Port driver.••

USB Com Por t Driver Installation
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You can check com port number in ‘Device Manager’ and make sure the USB driver is successfully installed 
 (WSG-2000 device must connect with PC via USB cable).
Then you can define the com port for WSG-2000 (the following picture shows the COM4) as the communications interface.
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Go to Firmware Upgrade function page.  222
(Main Page->Setup->System->Firmware Upgrade)

This is the instruction on how to update firmware forWSG-2000.

Connect WSG-2000 to PC via USB cable. If you haven’t install USB Com 111
port driver before, please refer to the part of installing on USB Com Port 
Driver.

Firmware Upgrade

WSG-2000 will enter update mode. User also can 333
cancel it by pressing the “ESC” key on the WSG-
2000.

Note The PC operating system requires Microsoft windows XP/VISTA/7

User
Bike
Contrast
Backlight
Buzzer
Time Zone
Language
Unit
Button Shortcuts
Factory Reset
Firmware Upgrade

System
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Go to Firmware Upgrade function page.  222
(Main Page->Setup->System->Firmware Upgrade)

WSG-2000 will enter update mode. User also can 333
cancel it by pressing the “ESC” key on the WSG-
2000.

 Execute the WSG2000_Firmware_Update_Tool. 444
(Step1)Select firmware file (G-TrenderII_v1.0.0.0.wfw)。 
(Step2)Select USB Com port number and then press “Connect” Button. 
(Step3)Press “Update Firmware” button to start upgrade firmware.
When the process of update is finished, WSG-2000 will reboot it selves 555
automatically.

Note Please note that if the process of update is failed, WSG-2000 will 
enter the firmware update mode automatically. Please connect WSG-
2000 to PC again and repeat the operation from the step 4.
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Specif ications

Standard Lithium Battery BL-5C NOKIA111
3D electronic compass + 3D Accelerometer222
High accurate pressure altimeter333
High resolution 4 gray-scale LCD H240xW160444
Operation Time more than 15 hours555
UV sensor 666
2.4G wireless communication module777
T h e m o s t  u p -t o - d a t e  G P S I C  u - B l o x 5 888

        (5th generation)

Model Number G-TRENDER II / WSG-2000

Descriptions Professional GPS Cycle Computer
GPS Frequency L1, 1575.42 MHz 

Channels 32 Channel for acquisition
18 Channel for tracking

Correlator 1 million parallel correlators
Chipset u-blox 5 
Protocol NMEA 0183 V2.3
Update rate 1Hz
Antenna Type Built in Patch Antenna
Transmission rate 115200 bps

Accuracy 2.5m CEP (stand-alone, S/A off)
2.0m CEP (SBAS)

Dimensions 108*54*23.5 mm
Weight 116 g
Operating temperature: -10°C ~ 60°C 

Dynamics
Signal levels:

Strong: typ. 4g••
Weak: typ 1g••
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Acquisition

Reacquisition <1 sec. 
Hot start <3.5 sec 
Warm start 33 sec
Cold start 34 sec 

Power

Battery Source  1100mA
Battery Charger DC 5V

Battery Charging Time 4 Hours (Device is working) 
3 Hours (Power off the device)

Operation Time
13 Hours (Normal mode with back-light) 
14 Hours (Normal mode w/o back-light) 
17 Hours (Power saving mode w/o back-light)
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Track record (Logger)

Max. record points 33500000 points per 1GB Micro SD card

LOG Mode

Disable LOG••
By angle change••
By Speed••
By Time interval••
By Distance••
Mix mode ( Distance/ Time/ Speed/ Angle)••
Push-to-LOG••


